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Technical specifications e
Rotation speed RPM from 1 up to 99 Rackso Length: 60 - 150 mm 8 10 14
Rotaion speed setings REM
Ovart mamoarof opasio reginas al Wik | SmmAtmmmeition | 2448 | 2488 | 2412016
Environmental temperature °c from 10 to 45 Diameter: 25 - 30 mm
Relative air humidity (at 20 °C) % up 1080 Blotting rack. ey 6 6 12
Power supply adaptor oeo DC 12V, 1.5A

Rocking platform Flatflasks, " i i
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nortex mixer V-3

() Anti-vibration.
system

FEATURES

> Amazingly strong
> Hands-free mode
> Simple vortex intensity control
» 2 Mixing adapters

VortexV-3 is a durable, easily operated,
trustworthy addition to every laboratory, and
‘accommodates any test tube up to 50 ml

volume.

Mixing adapter for
9 test tubes 15 - 2 ml

Universal mixing adapter
for test tubes 05 - 50 ml.

> Dome shaped and equipped with anti-vibration system for maximum stability

» Quiet and maintenance-free

Technical specifications
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ntrffuge CM-7S

Advanced interface

Advanced technology

o located right underneath the lid handle. No mater right or left
- SkySpin™ patented motor controller. . [ml handed user can always reach the control buttons with a
- Sensorless Accu-Logic archtecture thumb.
- Digital speed and balance controller. i

- Increased durability.
- Smooth, noiseless and non-heating operation.

Large colorful LCD display makes navigation and settings very
simple and fast. All the settings are displayed simultaneously
which is very convenient.

5”9"" Easily accessible settings menu allows additional fine tuning.
000) User can adjust display brightness and sound volume to
insure maximum comfort.
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TECHNICAL SPECIFICATIONS

Rotor rotation speed RPM 100 - 3500
Timer min 1-99
Maximum centrifugal force RCF 2300
Brake levels 6
‘Working range of temperatures °C from +10 up to +40
Relative air moisture at 20 °C % 80
Voltage and frequency V,Hz 100 - 240V; 50/60Hz
Maximal consumable power w 250
Size of the device (L x W x H) mm 430 x 410 x 220

Weight kg 126
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Rotate your samples smoothly an effectivey at ied of infintely
varable specds with freely acjustable roary angles. deal for bckogical
samples, particularly blood samples and aso sutable for separating and.
mixing of powdered and liuid samples in multpl tube sizes as large
25 50 ml conical tubes. asl remoable atachments provide for quick
claning in case of sample spils.
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Total Solution for Grinding, Homogenizing & Mixing

Tissue Mixer Mill

Infinigen™ Tissue Mixer Mill s specifically designed for quick '\ .

‘and efficient for grinding, homogenizing and mixing of hard,
Soft, and elastic materials. It is also suitable for the disruption
of biological cells as well as for DNA/RNA extraction. Installed
with different sizes of grinding jars, Infinigen™ Tissue Mixer

Mill can also be used for wet and cryogenic grinding. ce

Features & Benefits

* Flexible operation © 1-192 samples can be grinded each time.
* Quick and efficient grinding : grinding of 56 or 192 samples in 2 - 4 min.
* Cross contamination s not easy to occur.

* Vibrational speed is adjustable from 100 to 1500/min.

* Vibrational timing is adjustable from 1 sec. to 99 min. 99 sec.

Applicable Samples

-
— Mineral

/

L L

Hairs Soybeans Plant roots

Optional Accessories

adapter rack for 2X28 reaction vials ,
25ml stainless steel 50ml stainless steel 2.0mi centrifuge tube, adapter rack

grinding jars ( a pair) ing jars (a pair) for 2X96 deep-well plate
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Comfy Dry Bath Incubator(Cooling)

Comfy Dry Bath Incubator is designed for heating and cooling of small volume samples
—up to 2.0mL. Comfy Dry Bath Incubator is a microprocessor-controlled instrument. It
is smart, palm-size (110x156x100mm) and light (less than 1.5kgs). Comfy Dry Bath
Incubator has an additional lid heating function to prevent sample evaporation. It holds
with thermo lid heated like PCR instrument function.

Specifications
Temperature range -10°C ~ 100°C
Temperature accuracy <+0.5 °C@100°C

Heating time <15 min.(from 20°C to 100°C)
Block temperature 0.3°C@40°C / £0.3°C
difference and uniformity
Display accuracy 0.1°C
Time range 0 ~ 999 min.
Cooling time <15 min.
(from RT to RT-15°C if RT < 30°C)
Thermo Lid <30 min.

Dimension(w x d x h)
Weight

Max. heating power
Power supply

(from RT to RT- 20°C if RT < 25°C)
Yes

110%156%100 mm

1.4kg

60W

AC110 ~ 220V+22V

CDRI-24 12V DC, 5A

Features :
e Small size, only takes up an adult palm-size.

* Instantly displays temperature and diminishing time

* Built-in temperature calibration function.

* Easy replacement, cleaning and disinfecting of metal blocks

* Over-heating protection device

e Buzzer alarm when program completion

* With 12V power for total portability, can be used in a car.

* Various blocks for convenient replacement, cleaning and disinfection.
e Automatic fault detection

CDBI-24-A CDBI-24-B CDBI-24-C CDBI-24-D CDBI-24-E CDBI-24-F

www.avansbio.com 40x0.2mL block 24x0.5mL  15x1.520mL 8-12.5x12.5mm 4 x 15mL 2 x 50mL

8 x 0.2mL strip block block cuvette block block block
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ermostats
-2.02 and TW-2.03

stainless steel TW-2.02 and the plastic TW-2.03 are both convenient and reliable 8.5
liter baths that consistently deliver outstanding results in the lab.
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. The new line of shakers.

Innovative technology aimed for more flexibility and efficiency
in a modern laboratory routine.

L

Smart driver allows to run multiple mixing modes on the same machine seamlessly
organized in a custom program.

© 6 & 0 © O

Orbital Rocking Reciprocal Autoreverse Vibration Incubation
Rotation Platform Wave Rotation
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ories for shakers

Attachable multi-level platform for
DRS-12

» Several levels can be added 1o the rocker for maximum
capacity.

Test tube holders

‘The best way to fixate varieties o test tubes at

once.
Gan be used for:
. I
Microplate Adapter fg o mg:
Ensures utmost effclency by securing varieties of . 1.5-2mi tubes
microplaes at once. Depending on the unit's platiorm
size, this adapter can accommodate 4 or 8 microplates.
,/ - Universal roller clips
Very effective solution for securing various unstable lab
flasks, such as those withflat bottoms and extra helght,
SPECIFICATIONS
P o

Universal magnetic clips
Fast and easy way o fxate flat-bottom lab flasks and
bottles — can be used in combination with roller clips.
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